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Flédesbatterier &r en typ av batterier dar energin lagras i Charge | =S =1 {Disharge

en vatska som pumpas runt i ett system. Energin finns ——
kemiskt lagrad i vatskan som ej slits med tiden oavsett
antal i och urladdningar. Det &r ett likstromssystem som
har en inverter for att konvertera till véaxelspénning

Fysiken bakom batteriet . Stacken.

Laddning och
urladdning sker i N
en sa kallad stack
med elektroder.
Tacken ar en
enhet och den single sell for stack
finns i olika
storlekar beroende

pa onskemal. Den —
aktiva

komponenten ar -
en jonbytare som

ar ett membran som skéter det hela. Detta ar en tunn
folie.

Flera stackar kan kopplas i parallell fér storre effekter upp till 20
KW / stack.

Spéanningen ar ca 48 Volt / stack. Arbetstemperaturen &r - 30C till +
60C. | och urladdning kan ske mycket snabbt utan att systemet

slits extra mycket.

Electrodes

Vatskan. Vatskan i ett flédesbatteri lagrar energin kemiskt och ar
en Vanadium I8sning. Det férekommer ingen sjélv urladdning och
livslangden &r i princip oéndlig. Batteriet kan urladdas 0-100% utan
att slitas ut | fortid.

Volymen kan varieras fran mindre tankar upp till containerstorlek.
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10kW Stack

Rated voltage 58VDC Rated Current 173ADC
Rated Power 10kW Rated Efficiency 81%
Maximum Power 20kW Working -20~50C
Temperature
Stack Weight 150kg Stack Size 73cmx7Semx35¢m
[ . . - Discharging VD
Charging Voltage Limit | 73VDC Voltage Limit 42VDC
Cycle Life 20000 times Storage Life Limitless
1.7M Electrolyte
Concentration LMV (V1) Density 1.38g/cm?®
Energy Density 23kWh/m? Specific 16kWh/t
Energy

Charging , Discharging e
Voltage Limit 1.65VDC/Cell Voltage Limit 1.OVDC/Cell
T Working 0-40°C Service Life Limitless

emperature

1.7M vanadium electrolyte has unique formula, high conductivity and good

stability. It has less vanadium ion migration and small liquid level change in

the process of charging and discharging. It solves the balance problem and

energy attenuation problem of positive and negative electrolyte,

and is the best choice for vanadium battery!

10kW100kWh VFB

Rated Voltage S8VDC Rated Current 173A
Rated Power 10kW Rated Time 10h
Rated Energy 100kWh Rated Capacity 630Ah
Redloen | g, | e [
Stack Weight 163kg Stack Size 73%75%35cm
Battery Weight 7.8t Battery Size
e Bletre [ s
Electrolyte | 1.7M V ( IV/II) Tc‘::‘[’,’ckrz:ﬁrc 0~40°C
vimne | voe | Dehanine | v
Cycle Life 20000 times Storage Life Limitless
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